ANALOG DIGITAL AUDIO 


STEREO A/D's CODECS 


SIGMA-DELTA A/D's: 



























CYLCE 

CLK 

PROGRAM 

DATA 

SERIAL 

HOST 
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MODEL 

MODEL 

MODEL 

MIPS 

TIME 

IN 

Vcc 

RAM 

ROM 

RAM 
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PORT 
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nsec 

MHZ 

+3.3V 




















MIXED SIGNAL PROCESSORS 
























TELCOM & DA TA COMMUNICATIONS 





















WITH ON BOARD CODEC, 16 BITS 























ADSP 

21MSP58 

104 

26 

38 

13 

NO 

2Kx24 


2Kxl6 

2 

YES 

$44.00 














ADSP 

21MSP59 

104 

26 

38 

13 

NO 

2Kx24 

4Kx24 

2Kxl6 

2 

YES 

CF 














AD 

1809 


36 




2Kx24 

8Kx24 

2Kxl6 

2 

YES 

CF 














AD 

1801 

Mixed Signal DSP icluding 2 ADCs and 3 DACs for controller-less modem applications 















MULTI-MEDIA 

























AD1843JP 

Stereo Codec with Serial Interface 

Combo FAX/MODEM/DAM/com/telecom Codec for V.FAST, 

$15.70 















2ADCH's,4D/Ach , S. 


and 16 BIT STEREO CODEC for Busines Audio 
















AD1820 

Enhanced AD1815 w/3D STEREO and SOUNDBLASTER-PRO OPL-3, Integrated V.34 Fax-Modem 

$24.00 














16 Bit: STEREO CODEC'S 























AD1849KP 

Stereo Codec with Serial Interface 

Wtih Mike Pre- Amp 





$15.00 















Dynamic Range=78dB, THD+N=-74dB 





















AD1847JP 

Stereo Codec with Serial Interface 

LOW COST, AD 1849 PIN COMPATIBE 



$10.00 















Serail interface compatible with the ADSP2101 and other DSP's. 













































AD1845 

Stereo Codec with Parallel Interface 

With on chip capture and playback FIFO. and Dual DMA Counte 

$11.00 















Dynamic Range=80dB, THD+N=-74dE 

Programmable sample rates from 4 to 4oKHZ 1 Hz resolution 















AD1819 

Stereo Codec with Serial Interface 

Wtih Mike Pre-Amp, High Quality CD Diff input, Phat Stereo 31 

$15.00 














16 Bit: SOUNDPORT CONTROLLERS A TM 





















AD1817 

Enhanced AD1815 w/3D STEREO and SOUNDBLASTER-PRO OPL-3, PC-97 LOGO Compatible 

$24.00 














AD1816A 

Enhanced AD1815 w/3D STEREO and SOUNDBLASTER-PRO OPL-3, 2 12S Serial Input Ports, PC-97 
















Dynamic Range=78dB, THD+N=-74dB 





















AD1820 

Enhanced AD1815 w/3D STEREO and SOUNDBLASTER-PRO OPL-3, Integrated V.34 Fax-Modem 

$24.00 
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of 
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# 
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m lKHz 

20>20KHZ 

dB 

21 

25 

26 






-25 

-40 

-55 

Pins 

100 

MODEL 

BITS 

-tors 

KHz 

Volts 

+ mA 

Volts 

dB 

KHZ 


dB 

dB 








mSec 

70 

70 

85 

105 



MONORAL AUDIO SIGMA-DELTA A/D's: 



















AD73311 (With on chip 16 Bit DAC) 






















AD73311 16 ns 64 +3.3 

11.5 

16.384 


32 

Diff 

-70 

70 

ns 

-100 

-2.8 

-7 

-9.5 



0.025 



A 


20 

$4.75 

DUAL AUDIO SIGMA-DELTA A/D's: 














































AD 1877 

16 

5 

256/384 

+5 

80/10 




SE 

86 

90 









J 




28 

$8.40 

AD 1878 

16 

5 

256 

+5 

92/23 

12.288 

0.001 

20 

Diff 

98 

93 

95 

-100 



30 

120 



32/Fs 

J 




28 

$42.00 



























AD 1879 

18 

5 

256 

+5 

92/23 

12.288 

0.001 

20 

Diff 

98 

93 

100 

-100 



30 

120 



32/Fs 

J 




28 

$46.00 
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